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Caution

(1) You are hereby notified that any dissemination, distribution or copying of this document without written
consent is strictly prohibited.

(2) The contents of this document are subject to change without prior notice.

(3) We tried to ensure the content of this document but if you find any mistakes, please let us know.

(4) Regardless of article (3), we cannot be responsible for any damages/influences caused by the use of this
driver.

(5) If you do not agree any of above, you are not allowed to use the driver.
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Apple, Macintosh, OSX and CUPS are the trademarks or Apple Inc.
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Introduction

CUPS (Common Unix Printing System) is a standard printing systems of Mac OSX.

The installation/setting can be done in the same way as other printers.

The target of this document is the environment that OS is installed correctly and printing systems works

correctly.

The explanation of this document are tested in the environment of
Mac OSX 10.7.0 (CUPS 1.5.1)
Printer CL-S400DT
If there is environmental difference from above, it is necessary to read this document taking the difference into

the consideration.

Supported OS by the driver are
Mac OSX 10.4.11 [PPC/Intel]
Mac OSX 10.5.8 [PPC/Intel]
Mac OSX 10.6.8 [Intel]

Mac OSX 10.7.0 [Intel]

Caution

* As the driver is designed for Zebra emulation (ZPL), printer must support Zebra emulation.

* Driver is not designed for specific model but for generic specifications of our barcode printers.
Therefore, it is necessary to change the settings after the driver installation according to the
specification of each model and configuration.




1. Steps of CUPS driver installation
Driver installation takes following 2 steps.
Stepl: Installation of driver files by the installer (Explanation in section2)

Step2: Adding printer to CUPS (Explanation in section3)

2. Printer driver file installation
By this installation job, files (PPD=definition file and filter file) in the package are copied.

2.1 Steps of the installation

# Finder File Edit View Go Window Help

D B4 Thu 2:32 PM_User  Q
-

Double-click the disk image
file (.dmg) to mount disk
image. Then double-click
the package file.

It is not mandatory to put
the file on the desktop

|| cizcls-cups-1.

like the picture.

B cuzcls—cups-1.0.0-0.pkg

When the message like left

8 00 e Install ctzels-cups-1.0.0-0 picture comes up, press

Welcome to the ctzcls-cups-1.0.0-0 Installer “Continue” button.

& Introduction

You will be guided through the steps necessary to
install this software.

@ License

@ Desn.-'.an-'_mr{Sele?

® Installation iTyge
'

@ Installagion 57

@ Summary

Go Back | Continue |




When the message like left

.8.00 ____w Install ctzcls-cups-1.0.0-0 - : picture comes up, press
Software License Agreement “Continue” button.

| English

& Intreduction

IMPORTANT
Rilicense msUwuumommmm"}ualegal agreament between you and CITIZEN
SYSTEMS JAPAN CO., LTD. ("CSJ") and governs your use of the SOFTWARE [CUPS
driver). Your use of the SOFTWARE is deemed to be your acceptance of the Terms and
e Conditions of this ULA set out below.

® Installatign ‘[‘Yp You only may use the SOFTWARE if you agree to abide by the following Terms and

= ~ Conditions. If you decline to agree, you are net authorized to use the SOFTWARE.

® Installaﬁh &

Terms and Conditions
y

@ Summary &

@ Destinatio]

— and inlerest in and fo the SOFTWARE, fs copy and the documents
y x‘“"['”‘ 'I mamﬂdﬂnﬂﬂmmwmuamhpﬂyﬂnhuaﬂmﬁwm&e
YTVLUL LA B 5 ownership of the nghts, titlea and interest in the relevant part of the SOFTWARE. Thess
b ‘i i r A rights to the SOFTWARE are Beensed to you as prescribed in the Aricle 2. In no event
. should it be construed as an expression fo assign o sell any copyrights of or any other
inteectual propery nights to the SOFTWARE from CS.) to you.

2. Grant of License.
21 C5J) granis you a non-exchmive, non-fransfersble Boense to install and wse the
SOFTWARE within the couniry of your present domicia.

2.2 C8J further granis you a Boense to make only one (1) back-up copy of the SOFTWARE
at all times.

23Eucepdfeteo:pleesly sfipulated in Sactions 2.1 and 2.2 above, no Boanse relating to
he SOFTWARE is gai.ed.'l’wrmyrd (i) make any copies of the SOFTWARE
e):ceptxa dance with Seciion 2.2 of this ULA, {s) modify

Print.. | | Save.. | | GoBack | | Continue |

If you agree with the

To continue installing the software you must agree to the terms software license
of the software license agreement.
agreement, press “Agree”

Click Agree to continue or click Disagree to cancel the installation button.
and quit the Installer. 1

Read License Disagree ] [ Agree ‘

When the message like left

0o @ Install ctzels-cups-1.0.0-0 . el picture comes up, press

1806,

Standard Install on “Macintosh HD" “Install” button.

® Introduction Printer driver files are

This will take 4 KB of space on your computer. installed to boot volume.

n Click Install to perform a standard installation of
® Installation Type this software on the disk "Macintosh HD".
L ] Instaliaﬁm ;
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| Change Install Location...

| GoBack ]| Install |
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Installer is trying to install new software. Type
your password to allow this.

Name: [User

Password: |

[ Cancel ] W

Please enter the password.
If you log-in as the user
without administrator
privileges, enter the name
and password for

administrator.

The installation was completed successfully.

& Introduction
O License

© Destination

) Installaﬁé“mT s
© Installation
6 Summary ¥
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The installation was successful.

The software was installed.

When installation is
finished successfully, you
can see the screen like this.
Press “Close” button to

finish installation.




3. Adding printer to CUPS

3.1 Basic installation

After the PKG file installation is done, connect the printer. The installation steps are slightly different by the
printer interface.

This example shows the steps to install driver of CL-S400DT connected via USB port.

Go to [System Preferences]

800 Print & Scan -> [Print & Scan] to see

. - - — | “Print & Scan” screen.

Press “+” button at left.

No printers are available.
Click Add (+) to set up a printer.

[+]-]
Default printer: [ Last Printer Used &l
Default paper size: [ US Letter 3]
il
d Click the lock to prevent further changes. @

You can see the name of

806 Add Print .
e connected printer on the

list.

Choose “Select Printer

CITIZEN CL-5400DTZ

Software...” in “Print Using”

menu like the left picture.

Name: | CITIZEN CL-S400DTZ

Location: |Driver @ Mac mini

Print Using ¥ Choose a Driver or Printer Model

Auto Select
Select Printer Software. ..




(Q, Filter

T ST e B
Apple LaserWriter Pro 810 with Fax Card

Apple LaserWriter Select 360 v2013.112

Apple LaserWriter Select 360 v2013.112 with Fax Card
Apple LaserWriter Select 610 v2013.112

Apple Personal LaserWriter 320 v2013.112

Apple Personal LaserWriter NTR v2010.129

CITIZEN Barcode Printer

Dymao Label Printer

Epson 24-Pin 5eries

Epson 9-Pin Series

Epson Mew Stylus Color Series
LEncon Maw Sty Dhoto Sariac

Choose “CITIZEN Barcode
Printer” in the “Print
Software” list and press
“OK” button.

e 0o Add Printer

Name: | CITIZEN CL-5400DTZ

Location: |Driver @ Mac mini

Print Using: [ CITIZEN Barcode Printer

The “Name” and
“Description” are already
filled. If necessary, you can
change them and press
“Add” button.




Print & Scan

Printers

CITIZEN CL-5400DTZ

[ Open Print Queue... ]

[ Options & Supplies... ]

Location: Driver @ Mac mini
Kind: CITIZEN Barcade Printer
Status: Idle

™ Share this printer on the network

_ Printer sharing is turned off.

Default printer: [ Last Printer Used

Default paper size: [ US Letter

[‘i Click the lock to prevent further changes.

On “Print & Scan” screen,
you can see that the printer
is added.




4. Driver function and settings
4.1 Paper size setting
This is the example of “TextEdit” which is standard application of the OS.

From application men, go

Settings: | Page Attributes =

to File] -> [Page Setup...].

Format For: | CITIZEN CL-5400DTZ = Then Page Setup dialog

CITIZEN Barcode Printer shows up.

Paper Size: | Other = Choose the printer to print
8.50 by 11.00 inches

Orientation: I@ r;-'
Scale: | 100 | %

on “Format For” menu.

(7) | Cancel | [ oK ]

| 3.2383.03 . Choose the combination of
) 3.25x7.83" - _ , :
Settings 3 50x1.00" | maximum print area width

N ::ggﬂ‘;go, ) and print area length.

4.00%2.00" -
4.00%2.50" L

paper siz QKX

4.00x4.00" '

4.00%5.00"

4.00%6.00"

4.00%6.50"

6.00x1.00"

6.00x2.00"

6.00%3.00"

6.00%4.00"

7 6.00%5.00"

6.00x6.00"

~  6.00x6.50" | ——

Orientation

Scale

Other

Manage Custom Sizes...




4.2 Setting the printer function

This section explains about “Drawer Options” and “Cut Options” which is the unique function of our printer.

(Depending on the model, those options are not available or not effective.)

This explanation is based on the standard application “TextEdit”.

4.2.1 Display “Printer Features”

From the application menu, choose [File] -> [Print...] to open print dialog.

[(l4a | 4 | 1ofl

[ M)

[S

Printer: | CITIZEN CL-5400DTZ

Presets

Copies: |1
(@Al

Pages

Paper Size

Orientation:

= ‘Default Settings

av | |4

|1 |

.;.me: 11 i to: _1

: | 4.00x3.00" ~ *] 4.00 by 3.00 inches

[ TextEdit

|_| Print header and footer

™ Rewrap contents to fit page

(?) [ PDF =| | Hide Details |

i7CanceI | Print |

On “Printer” menu, choose

the printer to print.

The screen is different
depending on the

application.

(e | <] 10f1

(TR

Printer:

Presets

Copies:

Pages

Paper Size

Orientation:

: | CITIZEN CL-5400DT2Z

: | Default Settings

1
s (Al

(JFrom: |1 to: |1

: |_4.00x3.00" + | 4.00 by 3.00 inches

1)
¥ TextEdit

Layout
Paper Handling
Cover Page

Printer Features

(?) [PDF ~| | Hide Details |

[ cancel | [ Print

Choose “Printer Features”
in the menu like the left

picture.




4.2.2 General

Printer: | CITIZEN CL-5400DTZ 3
Presets: | Default Settings ==
Copies: |1
Pages: (=) All
( JFrom: |1 | to: |1

Paper Size: | 4.00x3.00"

)

3| 4.00 by 3.00 inches

Orientation:

In “Printer Features” menu,
choose "General”.
Resolution:

203 dpi or 300 dpi
Media Sensor:

Continuous

See Through

| Printer Features :
Feature Sets: | General A Reflect
Resolution: |_203dpi ¢_| Print Method:
(i 4 ) 1lofl [ [ #M] Media Sensor: | See Through (Web sensing) = .
Print Method: | Printer Default = Printer DefaUIt
Thermal Transfer
Direct Thermal
(?) [PDF v | | Hide Details | [ Cancel |
You can choose following
Printer: | CITIZEN CL-5400DTZ :] e -
e setting in “Printer Settings”.
Presets: | Default Settings 3
Print Darkness:
Copies: |1
Pages: (o) All 1-30
JFrom: |1 | to: |1 .
- _ Print Speed:
Paper Size: | 4.00x3.00' + | 4.00 by 3.00 inches
orientation: ‘ =N linch/sec.-10inches/sec.
rientation:
(Printer Festures 3 Vertical Position:
Feature Sets: | Printer Settings 2 0 dot - 120 dots
Print Darkness: IFin?Default ¢"| Function Select:
[ 4| 1ofl [+ _#M] Print Speed: | Printer Default 4
o T — Tear-Off
Vertical Position: | Printer Default =
Function Select; | Printer Default | Peel-Oﬁ
Paper Position: | Printer Default = Rewinder
Cutter

(?) [PDF v | [ Hide Details |

| Cancel | Print

Paper Position:
-120 dots - 120 dots




5. CUPS driver uninstallation
5.1 Deleting printer from CUPS
Refer to “Print & Scan” screen in section 3.1. Choose the printer to delete and press “ - ” button in the left.

5.2 Uninstallation of driver files by command line.

Installer installs the files in the addendum 1 in the next page.

If you want to delete the files, run “Terminal” and delete filter files and PPD files by “rm” command. Deleting
file requires administration privileges. So use “sudo” command like “sudo rm [file]™

Also package information added by the installation can be deleted as follows.

Command to delete package information
[After 0SX10.6]

sudo pkgutil --forget jp.co.citizen-systems.ctzcls-cups.pkg
[0SX10.4, 10.5]

sudo rm —r /Library/Receipts/ctzcls-cups-1.0.0-0.pkg



Addenduml. Installed file list

PPD files
After OSX10.5
Library |Printers |PPDs |Contents |Resources |ctzc|s.ppd.gz
0SX10.4

Library |Printers |PPDs

|Contents [Resources |en.lproj [ctzcls.ppd.gz
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